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N6035 Firmware Release Notes 
 

Version: V1.05.2 STD-1  

Release Date: 2014/07/25 

 

※In order to enhance better compatibility with 3S camera. Please upgrade the 

Camfinder to version 1.5 after updating this camera firmware. 

Camfinder V1.5 → download link 

 

Added: 

1. Add GOP value 3 for video codec setting. 

2. Add support for IE 11. 

3. Add Advance function for Light Sensor which user can customize their own Day/Night switch 

value for some special scene. 

4. Add format selection for OSD Date/Time setting(YYYY/MM/DD, MM/DD/YYYY, 

DD/MM/YYYY). 

5. Add font size setting for OSD setting. 

6. Add MaxBitrateEnabled and related setting which may used for VBR setting to restrict max 

bitrate size. 

7. Add resolution 2048x1536 for JPEG Encode (May not support from Third party VMS when 

using RTSP streaming). 

 

Fixed: 

1. Fix Tour bug which will waiting extra time for each empty preset setting. 

2. Fix Alarm output duration bug with Milestone (ONVIF). 

3. Fix Event compatible issue with ExaqVision (ONVIF). 

4. Fix RTSP pause command issue which may cause streaming disconnect. 

5. Fix SMTP bug for some SMTP service which may not work properly. 

6. Update ActiveX to fix the bug which browser will crash when using Snapshot function. 

7. Update ActiveX to prevent Focus value lost when doing digital Zoom. 

 

  

http://www.3svision.com.tw/upload/3svision/Download/20131226-164358_Download_27_1.rar
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Version: V1.04 STD-1  

Release Date: 2013/11/20 

 

 

Added: 

1. ONVIF Profile S Support. 

2. IE 10 Support. 

3. Add camera log messages when using CamFinder to update network setting. 

4. Add SNMP protocol. (N8031, N8032 not supported) 

 

Fixed: 

1. Fix “number of current viewers” bug of abnormal counting in IE10. 

2. Fix Recording List bug of file missing for some condition. 

3. Fix Time Zone bug which some Time Zone options are invalid. 

4. No images on the page of motion detection when using DDNS function. 

5. Fix the bug of error message pop up on the live view page when adjusting the image 

brightness. 

6. Fix the detection bug in IE10, which there is no flickering for detected line or area when the 

event is triggered. 

7. The fixed IP will be changed to DHCP after updating the firmware. 

8. The camera streaming is often disconnected when configuring image setting to lower GOP 

& FPS. 

 

Modified: 

1. Update ActiveX to 1.2.5 

2. Pelco-P & Pelco-D ptz driver updated for some PTZ Dome. 

3. Improve SD Card recording function which may stop working for some condition. 

4. Multicast performance improved. 

 

Known bug: 

1. Not support IE11 yet. 

2. IE will be crash when using Alarm Snapshot function in live view page. 
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Version: V1.01 STD-1  

Release Date: 2013/3/7 

 

 

Fixed:  

 Internet Explorer stop working when the audio mode change to AMR. 

 The video image will not be smooth when the Multicast function is enabled 

 The OSD time and characters will overlap when setting up the 320x240/160x128 

resolutions  

 No video image in live view when the audio function is enable 

 Fix the camera cannot transmit AMR codec of audio 

 

 

 

Version: V1.00 STD-1  

Release Date: 2013/1/24 

 

 

Fixed:  

 ONVIF setting bug for Milestone 

 SD card recording issue which may stop recording 

 some translation bugs for web page 

Added:  

 sharpness value control at LiveView page 

 1/60 seconds for manual shutter setting 

Modified: 

 Improve sharpness and IRIS control from ISP control 
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Version: V0.99B STD-1  

Release Date: 2012/11/22 

 

 

Fixed: 

 In the audio mode of Full-duplex, camera is no response when the microphone are 

already connected  

 The image is abnormal in the live viewer when the resolution change to CIF 

 Fix the setting of contrast which cannot adjust 

 Fix the error message when adding the event of Object Missing/Tamper Detection to 

upload FTP server  

 Fix the setting of Brightness which can adjust to exceed the maximum value  

 SD card cannot be formatted when triggering event  

 Cannot record to SD card in a period of days by event when triggering the motion 

detection 

 The page of event setting, saved abnormally while the mail title is blank 

 Fix the PPPOE function which cannot dial automatically when the camera reboot 
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Version: V0.99 STD-1  

Release Date: 2012/09/05 

 

 

Modified: 

 Modify the User ID and Password which can use space character 

 Remove SMTP event option for 3mega cameras which may cause system reboot due to 

memory issue 

 

Fixed: 

 Fix camera FTP Service cannot log in  

 Fix SAMBA function cannot be activated 

 Fix Live view cannot be displayed when triggering 2 events via SMTP 

 Fix setting page cannot access when triggering FTP function in event setting  

 Fix the bug which cannot record in SD card when triggering the event (network 

disconnect)  

 Fix User account cannot be changed in the camera setting 

 Fix camera PPPOE function cannot be connected  

 Fix error message of the blank pop-up window when uploading the incompatible PTZ 

driver  

 Fix Object Missing/Tamper Detection cannot be stopped when the event triggering 

 Fix camera OSD cannot be showed Chinese character 

 


